GASOLINE

PUMPS NON-COMPUTING

MODEL 543F NON-COMPUTER

Utilizes the rotor-wheel type non-computing mechanism
denoting the amount delivered and posted price per
gallon. Also supplied without posted price (code L).
Interlock prevents operation before resetting non-
computing mechanism to zero. Furnished complete with
hose, nozzle and four glass dome advertising panels.
This pump is also available with two advertising panels
(Model 543B) or with none at all (Model 543P). Under-
writers approved. Overall height, 72%". Shipping
weight approx. 524 lbs.

TWIN COMPUTING
NON-COMPUTING

GASOLINE
PUMPS

MODEL 542F TWIN COMPUTER

Model 542F Twin Computing Pump consists of two
pumps similar to the Model 541F connected at the base.
May be separated and used independently if desired.
Model 542B utilizes two dome panels on each pump;
Model 541P, no dome panels. Underwriters approved.
Overall height, 723”. Shipping weight approx. 1048 lbs.

For 546 Twin information — see page 3.

MODEL 544F TWIN NON-COMPUTER

Model 544F Twin Non-computing Pump consists of
two pumps similar to Model 543F provided with means
for connecting at the bases. May be used independently
if desired. Model 544B utilizes two dome panels on
each pump; Model 541P, no dome panels. Underwriters
approved. Overall height, 72%”. Shipping weight
approx. 1048 lbs.



